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LEVEL

ANALOG STN

DRY LOOP

LOOP START

RJ11-6 Pinning
1. ABORT, Input
2. RECORD, Input
3. Audio Input, ring
4. Audio Input, Tip
5. Ground, (Return)
6. Not used

PAGE CHANNEL 3 PAGE CHANNEL 2 PAGE CHANNEL 1 PRIORITY MESSAGING BGM INPUT AUDIO OUT

RJ11-6 Pinning
1. Not used
2. PRIORITY, Input
3. Audio Input, ring
4. Audio Input, tip
5 Ground, (Return)
6. Not used

DRY LOOP

LOOP START

ANALOG
STATION

RJ11-6 Pinning
1. Not used
2. Not used
3. Audio Input, ring
4. Audio Input, tip
5  Not used
6. Not used

ANALOG
STATION

LOOP START

DRY LOOP 600 Ω Line level

8 Ω Power level

RJ11-6 Pinning
1. Not used
2. Playing Relay,
   Normally open
3. Audio Output (-)
4. Audio Output (+)
5. Playing Relay
    Common
6. Not used

TOP OF AUX INTERFACE
MESSAGING PLAYBACK

1.   Ground (Input Return)
2.   PLAY MESSAGE 1 Input
3.   PLAY MESSAGE 2 Input
4.   PLAY MESSAGE 3 Input
5.   PLAY MESSAGE 4 Input
6.   PLAY MESSAGE 5 Input
7.   PLAY MESSAGE 6 Input
8.   PLAY MESSAGE 7 Input
9.   PLAY MESSAGE 8 Input
10. PLAY MESSAGE 9 Input
11. PLAY MESSAGE 10 Input
12. Not used

BOTTOM OF AUX INTERFACE
PAGING CONTROL AND STATUS

1.   Ground (Input Return)
2.   Not used
3.   PRIORITY Input
4.   STOP Input
5.   PLAY Input
6.   Not used
7.   BUSY Relay, Common
8.   BUSY Relay, Normally open
9.   PLAYING Relay, Common
10. PLAYING Relay, Normally open
11. RECORDING Relay, Common
12. RECORDING Relay, Normally open

SETUP SWITCHES

DTMF Tone Stripping
*  Active
   Not - active 9 Pre-Page Tone

*  Not Active
   Active

Delays Between Plays 
*  1 second (Minimum)
   3 seconds
   5 seconds
   10 seconds 

Number of Plays
*  Play message one time
   Play message two times.

1211

10

"#,#" Abort Enable
*  Active
   Inhibit

DTMF Stripping Method 
*  Strip only tones at start of a
   recorded page.
   Strip any tones in messages, 
   and restart recording message.

DTMF Allotment
*  Unlimited
   4 tones
   3 tones
   2 tones

Play Mode
*  Automatic
   Manual

8

7

65

4

ON        = Default Setting
RECORD Activation
*  Off Hook (loop current)
   Audio Sensor
   DTMF
   Not in Use

OFF

3

21
*
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SYSTEM STATUS INDICATORS
ON = ACTIVE

INDIVIDUAL AUDIO CHANNEL STATUS INDICATORS
ON = ACTIVE

KNOB: 
Adjusts BGM 
Level

1 6

RCA JACK:
Accepts input 
from background 
music source

KNOB: Adjusts 
Output Level

2 43 5
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